Text book Assi gnment:

Assi gnnment

“Infl atabl e Survival

Equi pnent . ”

5

Pages 6-1 through 6-35.

5-1.

5-2.

5-3.

5-4.

Learning Objective: Recognize
life raft construction materials
design features, stowage

| ocations, and configurations;
identify inflation procedures;
and describe repair requirenents
for life rafts.

Al inflatable survival equipment

is subjected to periodic mainte-

nance under the direction of the

1. maintenance/ material control
of ficer

2. maintenance chief

3. work center supervisor

4, quality assurance officer

To neet unusual situations, the
cal endar inspections on inflat-
abl e equi prent may be extended up

to what maxi num nunber of days?
1. 5 days
2. 7 days
3. 10 days
4, 14 days

For aircraft that are in phase
mai nt enance, the time extended

for periodic maintenance can be
extended to plus or mnus what

percent of the time cycle ?

1. 5
2. 10
3. 15
4 20

Life rafts installed in the
fuselage require a daily

i nspecti on. Thi s inspection can
be performed by which of the
following persons?

1. The plane captain (designated
and instructed}

2. The aircrew nenber
(designated and instructed)

3.  The PR
4, Al of the above
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5-5.

5-6.

5-7.

5-8.

5-9.

Life rafts should have a
cal endar/ phase inspection per-
formed on them each tine the

aircraft comes into its inspec-
tion cycle. This inspection can
NOT exceed how many days?

1. 91

2. 180

3. 210

4 225

How often is a functional test
performed on a life raft?

1. Every inspection

2. Every other inspection

3. Every third inspection

4,  Every fourth inspection

Wien you are performng a
functional test, the life raft
should inflate to its designed

shape in less than what maxi mum
amount of tinme?

1. 1 mnute

2. 2 mnutes

3. 3 mnutes

4, 30 seconds

When applying a pull cable proof

| oad test, how many pounds of
force nust be applied?

1. 25

2. 30

3. 50

4. 75

Which of the following life rafts
can be inflated by using an oral
inflation tube?

1. LR1

2. LRU-12/A
3. LRU-13/A
4. LRU-15/ A



5-10.

5-11.

5-12.

5-13.

5-14.

5-15.

Before you test the pressure in a
flotation conpartnent during a

| eakage test, you must wait a

m ni num of how many hours after

the final pressure adjustnment is
made?

1. 8

2. 2

3. 24

4. 4

To clean a life raft you woul d
use a cleaning conmpound nmixed

with water. This mixture should
consi st of one part of conpound
to how nany parts of water?

1. Six

2.  Five

3. Three

4, Four

CO,cylinders for multiplace life
rafts are subjected to a hydro-
static test a mninum of how

of ten?

1. Yearly

2. Every 2 years
3. Every 3 years
4, Every 5 years

When installing an inflation
valve onto a CQcylinder that

will be used on a nultiplace life
raft, you would torque it to how
many inch-pounds?

1. 40040

2. 600+60

3. 800+80

4. 900£90

What is the hydrostatic test
interval, if any, for an LR-1
life raft cylinder?

1. None

2. 2 years

3. 5 years

4, 4 years

CNO has established that life
rafts wll carry enough equipnent
for an aircrew nmenber to be
capabl e of surviving for how

| ong?

1 12 hours
2. 24 hours
3. 72 hours
4, 96 hours
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5-16.

5-17.

5-18.

5-19.

5- 20.

5-21.

5-22.

When repairing a |oose or mssing
seam tape, you nust overlap the
seam tape on other seans at |east
how many inches?

3. 3
4. 4
VWat is recommended to renobve or

| oosen danmaged tape on a life
raft?

1. deaning conpound
2. Tol uene

3. Gasoline

4. MEK

How many coats of toluene are

applied to an area that you are
going to repair?

1. One
2. Two
3. Thr ee
4, Four

How many coats of cement are

applied to the raft when you neke
a repair?

1. One

2. Two

3. Thr ee

4, Four

When applying cenent to a patch,
how | ong should you wait between
the first and the |ast coat?

1. 10 minutes

2. 15 ninutes

3. 20 m nutes

4. 25 mnutes

How | ong nmust you wait before
ap I%ing tal cum powder to the
patch area?

%. 12 hours

: 24 hours

3. 36 hours

4, 48 hours

You nust scallop the edge of a

patch that is larger than what
maxi num si ze?

1 6 inches

2. 2 inches

3. 3 inches

4, 5 inches



5-23.

5-24.

5-25.

5- 26.

5-27.

5-28.

Ri ghting handl es are provi ded on
all life rafts EXCEPT which of
the follow ng?

21. LRU- 12/ A

- LRU-13/A

3. LRU-14 series

4. LRU-15/ A

Toppi ng-of f valves on nultiplace

life rafts are used in conjunc-

tion with the 5- 30.
1. oral Inflation tube
2. hand punp
3. CO manifold
4, i nternal bul kheads
The LRU-13/A life raft is
designed to hold what maxi mum
nunber of people?
1. 13
2. 7 5-31.
3. 5
4. 4
Life rafts that are stowed
i nboard on aircraft are secured
to the aircraft by which of the
foll owing methods?
5-32.
1. A painter line
2. Alife line
3. A securing line
4. A nooring line
What is the static breaking
strength of the line used to
secure a life raft to an
aircraft?
L 10 to 20 Pounds
2. 20 to 40 pounds
3. 30 to 50 pounds
4, 30 to 150 pounds
The LRU-14 series raft is
designed to hold what naxi num
nunber of aircrew menbers?
1. 14 5-33.
2. 12
3. 7
4. 4
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5-29.

What uni que design feature does

the LRU-15/A raft have over other

mul tiplace rafts?

1. It carries an outboard notor

2. It is always right side up
after it's inflated

3. It has a punctureproof
flotation tube

4, It can be used as a sail boat

If an LRU-14 series life raft

fails to inflate with CQ, the
ai rcrew nenber should be taught
to use the hand punp to inflate

which part of the life raft
first?

1. The floor

2. The main flotation tube
3.  The spray tube

4. The seat

How long is the retaining line on
aLR1life raft?

1. 8 feet

2. 6 1/2 feet

3. 5 feet

4. 4 f eet

The interval between cal endar
I nspections on an LR-1 life raft

must not exceed how nany days?
1. 91
2. 180
3. 210
4. 225

Learning bjective: Recogni ze
types, operating principles,
design features, and naintenance
requirenents of |ife preservers,:
and identify the conponents,
their purposes, capabilities,
configurations, and |ifesaving
appl i catl ons.

The LPU-21/P series life

preserver is intended for use in
aircraft that are equipped with
ej ection seats.

1. True

2. False



5- 34.

5- 35.

5- 36.

5-37.

5- 38.

5-39.

What is the weight of the
LPU-21/P series life preserver
wi t hout survival equipnent?

1. 5.0 pounds

2. 4.5 pounds

3. 3 pounds

4. 4 pounds

When properly inflated, the
LPU-21/P series life preserver
provides the wearer with a

m ni num buoyancy of

1. 40 pounds
2. 60 pounds
3. 65 pounds
4, 70 pounds

The LPU-21/P series life

preserver has how nmany flotation
chanber s?

1. One

2. Two

3. Three

4, Four

The webbing belt on the LPU 21/P

series |life preserver provides
for waist size adjustment in what
range?

1. 28 to 34 inches

2. 30 to 42 inches

3. 40 to 46 inches

4. 30 to 44 inches

Which of the following aircrew

nenbers would wear an LPU- 25/P

series life preserver?
1. A P-3 PPC

2. An H46 crew chief
3. An F-14 pilot

4. A G130 flight engineer
Which of the following is the
primary means of inflating an
LPU-23/P series life preserver?

1. The FLU-8A/P autonatic
inflation device

2. Pulling the beaded handl es

3. Firing the SEAWARS system

4. Actuating the explosives
pri mer
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5-40.

5-41 .

5-42.

5-43.

5-44,

5-45.

5- 46.

How many tines can the FLU 8A/P

inflator be used before it nust
be repl aced?

1. One

2. Two

3. Thr ee

4, Four

Which of the following life

preservers would be used by a
passenger on a cargo-type
aircraft?

1. LPU-21/P

2. LPU-24/P

3. LPA-2

4. LPP-1A

What is the only difference

between the LPP-1 and the LPP-1A
life preservers?

1. The size

2. The inflation assenbly

3. The shape

4,  The automatic
devi ce

inflation

The LPP-1/1A life preservers
provide a mnimm of how many
pounds of buoyancy to the user?

1. 21
2. 29
3. 32
4. 39

The LPP-1/1A adjusts to fit waist
sizes in what range?

28 to 40 inches
28 to 42 inches
30 to 46 inches
30 to 52 inches

The CQO,cylinder used with the

LPP-1A has a charge of how nany
grans?

1. 251to 28

2. 26 to 29

3. 28 to 31

4, 30 to 33

The protective cover used wth
the LPU-30/P life preserver is
supplied in how nany sizes?

1. One
2. Two
3. Three
4, Four



5-47.

5-48

5-49

5-50

5-51.

5-52.

How is the LPU-30/P life
preserver inflated?

1. By pulling the inflation

| anyard
2. By using an FLU- 8A/P assenbly
3. By pulling the beaded handl es

Life preservers that are
installed in an aircraft are
subject to a special inspection
This inspection nust NOT exceed
how many days?

1. 14
2. 30
3. 180
4. 231
Personnel issue life preservers

are on a cal endar/ phase i nspec-
tion cycle of how many days?

1 30
2. 60
3. 90
4, 181
A functional test isperfornmed on

life preservers a mninmm of how
of ten?

1.  Every 90 days

2. Every 180 days
3. Every third
4,

i nspection
Every fourth inspection
VWen performing a functional test
on a life preserver, it should

inflate fully to its designed

shape in |l ess than what nmaxi num
nunmber of seconds?

If it is necessary to readjust
the pressure in a life preserver
when you are doing a |eak test,
how many mnutes should you wait
after the air supply has been

shut Off?
1. 3
2. 10
3. 15
4 20

5-53.

5-54.

5-55.

5- 56.

5-57.

5-58.

31

ressure
ours

After the life preserver
has stabilized, how many

nmust you wait before the pressure
is recorded?

1. 1

2. 2

3. 3

4. 4

What is the maxi num al | owabl e

pressure drop in an LPU-30/P life

preserver after a period of 4
hour s?

%. 0.1 psi

- 0.2 psi

3. 0.3 psi

4, 0.4 psi

To perform the visual inspection
you would inflate the life

preserver to how many psi?

1. 1

2.2

3. 3

4. 4

What indication do you look for

to ensure that the automatic
inflation feature of a LPU-23/P

life preserver is in tact?

1. The silver indicator will be
vi si bl e

2. The firing check port wll be
open

3. The silver indicator will not
be visible

4.  The firing check port wll be
cl osed

What is the service life of the
FLU-8/P series autonmatic inflator
from the date of manufacture?

1. 12 nonths

2. 24 nont hs

3. 48 nont hs

4, 66 nonths

What is the total service life of
the batteries used in the
automatic inflator?

1 12 nont hs

2. 24 nont hs

3. 48 nont hs

4, 66 nonths



5-59.

5-60.

5-61.

5-62.

5-63.

When performing a battery voltage

test on an LPU-24/P series life
preserver, you would use a needle
type voltage nultineter?

1. True

2. False

How | ong should you wait for the
FLU-8A/P circuit to stabilize
before you take the voltage

readi ngs?

1. 10 seconds
2. 15 seconds
3. 20 seconds
4, 25 seconds

What would a reading of -12
i ndi cate when perfornming a
battery voltage test?

1. The battery is installed
backwar ds

2. The battery is dead

3. Both batteries are dead

4. The voltage neter is on the
wrong setting

How many times do you operate the
beaded inflation handles to
ensure the piercing pin noves
properly?

1. Two or three
2. Three or four
3. Five or six
4. Eight

How much pressure is applied to
the actuating lanyard of a
LPP-1/ 1A series life preserver
when you performan initiation
lanyard pull test?

1. 10 pounds
2. 15 pounds
3. 20 pounds
4. 25 pounds
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5-64.

5-65.

5- 66.

5-67.

What is used to clean the threads
on a CQcylinder?

1. A wire brush

2. A thread chaser
3. Ajewler’'s file
4, A soft cloth

die

To ensure a firm cylinder seat,
the cylinder nust have a m ni num
of how many threads?

1. 5
2. 6
3. 7
4. 8

Before you replace a CQ
cylinder, you nust ensure that it
is no less than how nany grans of
its mnimm stanmped weight?

1. 1
2. 2
3. 3
4. 4

How much force is used to torque

the sensor plug cap on an
FLU- 8A/ P?

1. 5 inch-pounds

2. 6 inch-pounds

3. 7 inch-pounds

4, 8 inch-pounds
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